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About this document …

Content

This document explains the installation of a computer running SAPlpd and printing on local or remote (network) printers. Prerequisite for this document is the knowledge of the product-documentation for TBarCode for SAPLPD. This is available as a separate document. 

Target of this document

A dedicated computer in your network (SAPlpd and TBarCode for SAPlpd are installed on this machine) should be used as print-server for a specific number of printers. 

This document deals both with Windows and R/3 specific options. 
System requirements

Operating Systems: 
Windows 95 
Windows 98
Windows ME 
Windows NT
Windows 2000
Windows XP

SAP:
SAPLPD V2.10 (SAP R/3 Release 2.2) or higher

Contact

TEC-IT Datenverarbeitung GmbH
Wagnerstrasse 6
A-4400 Steyr (Austria)

Phone:
+43 / 7252 / 72720
Fax:
+43 / 7252 / 72720-77

www.tec-it.com
mailto:sap@tec-it.com
Installation Basic Workflow

The correct procedure for installing a SAPlpd print-server is as follows (use it in the correct order):

Table 1: Basic Workflow for installing a SAPlpd print-server

	Step
	Operation
	Optional
	Transaction code
	Page

	1
	Install SAPGui and SAPlpd 
	No
	-
	5

	2
	Install TBarCode for SAPlpd
	No
	-
	6

	3
	Install the Printers under Windows
	No
	SPAD
	7

	4
	Printer configuration within SAP
	No
	SPAD,SO10,SE73
	12


Install SAPGUI and SAPlpd

Define a specific computer from your network which should be used as print-server. Ensure that this computer has access to all printers that will be used. The following printers can be used 

· Shared printers available in the Windows-network

· Shared printers from other operating systems (e.g. shared by a UNIX or LINUX system by using SAMBA, CUPS or LPR/LPD)

· Local printers (with respect to this computer) connected via LPT1, LPT2, COM1, USB, Infrared, ....

Install SAP-GUI and SAPlpd on this computer. Please refer to the SAP R/3 documentation.

Install all required printers and printer drivers under Windows. For detailed information please refer to the Windows documentation. Perform a „Print Test Page“ operation for each installed printer to make sure it works correctly.

Install TBarCode for SAPlpd

Installation

TBarCode for SAPLPD must be installed onto this computer system. Please refer to the TBarCode for SAPLPD documentation available at http://www.tec-it.com.

Check the Installation

After starting SAPlpd the following text must be displayed in the Log-Window (if you use a licensed version of TBarCode for SAPlpd then the text „*** Demo-Version (with horizontal bar) ***“ will not be displayed):

[image: image3.png][SAPLPD.LOG - SAPLPD T=TES]
Fie_Protocol Options Debug Language Help
23) TBarCode DLL V2.0.2 E|
23) Copyright ©1998-2001
23) TECHT Datenverarbeitung GmbH (www.tecit.com) - *** DEMO VERSION with horizontal bar) **
23) Icon DLL loaded.
23)
:55:24) Network Communication via SAP-Ni
:55:24) Hostname: kerberos
24) IP Address: 172.16.100.79
24) TRACE: Snclnit): Reading configuration from *SAPLPD.INI'.
24) TRACE: Snclnit): Reading configuration from "WIN.INI".
24)
24) SAPLPD Version 4.30 for Windows/NT (OPT) is listening
24) 0S-Info: version = 5.0, build = 02195, text = Service Pack 2
24) Copyright © 1992-1939 SAP AG
:24)




  SAPlpd Log-Window

Installing Printers under Windows

In this document we assume that four printers will be used for barcode printing. A single computer (with installed SAPlpd and TBarCode for SAPlpd) serves as print-server. In this example the print-server computer is named KERBEROS. 

Network Structure

This sample is based on the following (very simple) network structure:







Please note that ALL print jobs will be processed by KERBEROS.

Installation of the Print-Server under Windows

We assume that the following printers are available on KERBEROS. All of them were added with „Add Printer“:
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  Printers installed on KERBEROS

In total 4 different printers are installed (3 are shown). The printer names shown in the picture above are nearly identical - this is caused because only one printer model (but with different printer drivers) was used for this example. 

	Name of Printer
	Note
	Share Name 
	SAP Name

	HP LaserJet 4050 Series PS on TROJA
	Network Printer. Is installed and shared on TROJA.
	\\TROJA\HP4050PS
	ZKERBEROS1

	HP Laserjet 4050 Series PCL 6 on TROJA
	Network Printer. Is installed and shared on TROJA.
	\\TROJA\HP4050 PCL 6
	ZKERBEROS2

	HP Laserjet 4050 Series PCL 5e on TROJA
	Network Printer. Is installed and shared on TROJA.
This printer is not visible in the screen shot above because the printer itself was not installed on KERBEROS. However - the required driver for this printer (PCL 5e) was installed.
	\\TROJA\HP4050 PCL 5e
	ZKERBEROS3

	HP Laserjet 4050 Series PS
	Local printer installed on KERBEROS.
	No Share-Name. The name of this printer on KERBEROS is:

\\KERBEROS\HP LaserJet 4050 Series PS
	ZKERBEROS4


Please note: SAP R/3 requires The Share Name of the printer under Windows. You can determine this name by performing the following steps:


Determine the Share Name of a Printer

Use the mouse and right-click onto the printer – the following menu is displayed:
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  Determine Share-Names
Select „Properties“. 

Network Printer

In the following dialog select „Sharing“. The text framed in red shows you the share name of the printer required by SAP (here “HP4050PS”).

[image: image6.png]Gereral Shatng | ot | Advancd]| Secay | Devies etings |

HP Laserlet 4050 Series PS

€ Ntshared

 Bhaedas  [HPa0sIPS

Drivers fo diferent versons o Windaws:

1fthis printr is shared with users runring diferent versions of
Windows then you will need toinsall acdiional ivers or it

Addtional Divers

[ Cancel




  Share-name in case of a network printer
Local Printers

If the right-clicked printer is a local printer (with respect to the print-server) then no share name is available for this printer (in our sample this printer is named “HP LaserJet 4050 Series PS”).

Again – select „Sharing“ in the displayed dialog. The text marked red is the name of the printer on the current system (here: „HP LaserJet 4050 Series PS“). This printer name is also displayed in the „General“ section of the dialog.
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  Printer-name in case of a local printer
Selection of Share Name 

IMPORTANT!

If possible choose share- or printer names WITHOUT SPACES. SAP R/3 offers only restricted support for printers containing spaces in their names!

	GOOD names
	BAD names

	\\TROJA\HP4050PS
	\\TROJA\HP4050 PCL 6

	\\TROJA\DESKJET895
	\\TROJA\HP4050 PCL 5e


Printer Configuration within SAP

In General

Use the transaction SPAD for installing the printers (here ZKERBEROS1 to ZKERBEROS4).

Keep in mind that the printers should be maintained as follows: 

· Device type SWIN (or a copy thereof – in this document ZSWIN) 

· Spool Server is responsible for preparing print jobs in the R/3 System (here IRIS LNX17 – depending on your R/3-installation)


· Host spool access method „S“

· Printer name is always the complete „Path“ to the printer (in UNC-Notation) -\\Computername\Printername. Example: \\TROJA\HP4050PS

· Destination host is the computer name (here KERBEROS) or the IP-Address of the computer executing SAPlpd.
Network Printer – Sample 1

The printers listed below will be discussed. 

	Printer name
	Note
	Share name
	SAP-Name

	HP Laserjet 4050 Series PS on TROJA
	Network printer. Shared by computer TROJA.
	\\TROJA\HP4050PS
	ZKERBEROS1

	HP Laserjet 4050 Series PCL 6 on TROJA
	Network printer. Shared by computer TROJA.
	\\TROJA\HP4050 PCL 6
	ZKERBEROS2


Screen-Shots are only displayed for the first printer (ZKERBEROS1). Follow the same procedure for the second printer ZKERBEROS2 (HP LaserJet 4050 Series PCL 6 on TROJA).

Both printers were manually installed in Windows at the operating system level using  „Add Printer“  – see also Network printer - Sample 2
A network printer (shared by another computer in the network) can be configured in SAP in the following manner:

[image: image8.png]B i[18 e ICHE DN

Spool Administration: Output Device (Display)
2| /g8 | Papertrayinto | B &

{Glitpit deiice: ZKERBERDS

Devicettributes | HostSpoolAcchethod | Output afributes

Device type. ZSWIN_ :Rel 4/SAPIpd 4,09+ ONLY!
‘Spool server iris LNX 17 iis
Device diass ‘Standard printer

Authorization group.

Model HP4050PS

Location KERBEROS (HP4050PS)

Message

[ Lockprinterin SAP System

0 [sPAD (=] iris [ OVR /.




  Printer ZKERBEROS1 (Device Attributes)
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  Printer ZKERBEROS1 (Access Method)

Host-Printer:
Enter network name (\\COMPUTERNAME\Sharename) of printer. 

Destination Host:
Enter name of SAPlpd-Computer (or the IP-Address). 
As this is a Windows-Network printer, (the printer is shared by TROJA, but the print-server KERBEROS „prints“) the computer names are not identical.

Network Printer – Sample 2

The following printer will be discussed.

	Name of Printer
	Note
	Sharename
	SAP-Name

	HP Laserjet 4050 Series PCL 5e on TROJA
	Network Printer. Is installed and shared on TROJA. This printer is not visible in the screen shot above because the printer itself was not installed on KERBEROS. However - the required driver for this printer (PCL 5e) was installed.
	\\TROJA\HP4050 PCL 5e
	ZKERBEROS3


This printer does not appear in the list of available printers because it was NOT installed on the print-server at the operating systems level. You can skip the installation if the printer driver is already available on the machine (or was installed automatically by Windows at first use of the printer). This may be an advantage if there are many identical printers because installation effort can be minimized. A disadvantage to using this method is that no direct view of the print jobs is available.

The printer can be installed in SAP in the following manner:
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  Printer ZKERBEROS3 (Device Attributes)
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  Printer ZKERBEROS3 (Access Method)

Host-Printer:
Enter the network name (\\COMPUTERNAME\Sharename) of the printer. 

Destination Host:
Enter the name of the SAPlpd-Computer (or the IP-Address) 
As this is a Windows-Network printer, (the printer is shared by TROJA, but the print-server KERBEROS „prints“) the computer names are not identical.

Sample 2 is identical to Sample 1 regarding SAP (see above) – except that there is no installation at the Windows level.

Local Printer on the Print-server

	Type
	Note
	Share name
	SAP-Name

	HP LaserJet 4050 Series PS
	Local printer on computer KERBEROS.
	No Share name.  Name of the printer on KERBEROS is:

\\KERBEROS\HP LaserJet 4050 Series PS
	ZKERBEROS4


A local printer (with respect to the print-server) can be installed on SAP as follows:

[image: image12.png]@ 2ldHIC@QICHE BDO

Spool Administration: Output Device (Display)
2| /g8 | Papertrayinto | B &

it evice: ZKERBERDS4 Shortname e
Devicettributes | HostSpoolAcchethod | Output afributes

Device tpe. ZSWIN Rel 4 1SAPIpd 4.09+ ONLY! ]

‘Spool seer iris X 17 3

Device class ‘Standard printer ]

Authorization group

Hodel HP4050PS

Location (HP40S0PS auf File)

Message

[ Lock printer in SAP System

0 [sPAD (=] iris [ OVR /.




  Printer ZKERBEROS4 (Device Attributes)
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  Printer ZKERBEROS4 (Access Method)
Host-Printer:
Enter the network name (\\COMPUTERNAME\Sharename) of the printer. 

Destination Host:
Enter the name of the SAPlpd-Computer (or the IP-Address) 
This printer is a local printer with respect to the print-server  (the printer was installed on KERBEROS and was not shared.) therefore the computer names are identical. The name of the Printer „HP LaserJet 4050 Series PS“ is not the share name because no share was established.

Print on the Default-Printer (Front-End-Printer)

If you want to print to the Windows default printer you can also adjust this within SAP. This function is equivalent to the SAP function “printing on Front-end printer”. 

Selecting the Default Printer under Windows

Each Windows installation allows you to select exactly one printer as the default printer. Programs in Windows  (ex. Word) will list this printer as the designated output device. A default printer is marked with a special symbol. Right mouse click on the printer symbol, then select „Set as Default Printer“ to designate a new default output device:
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Installing the Default Printer within SAP

A Default-printer within SAP has no special device name like HP4050PS. Instead the default printer is named “__DEFAULT” (two underscores before DEFAULT!). By installing the output device according to the subsequent settings within SAP, each print job is printed on the default printer currently selected on the Windows system.  
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  Printer ZKERBEROS5 (Device Attributes)
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  Printer ZKERBEROS5 (Access Method)
Host-Printer:
Enter __DEFAULT. 

Destination Host:
Enter the name of the SAPlpd-Computer (or the IP-Address) 
Troubleshooting / FAQ

1. Where to get help?

	TEC-IT Datenverarbeitung GmbH
Wagnerstrasse 6
A-4400 Steyr (Austria)
	Tel.:
+43/7252/72720
Fax:
+43/7252/72720-77
http://www.tec-it.com
mailto:sap@tec-it.com
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